
Replacing the red cruise control brake sensor 
By Paul H 

Thank you to Todd Z for taking the pics !! 

 
This mod is for the 2001 to  2003 ST that came factory equipped with the red colored 

cruise control brake sensor switch. 

I am giving this project 2 wrenches, because if you over tighten or bleed it the wrong way  

you will need to re bleed or repair the brake system This was done on my 2001 ST.  This 

project is how to replace the sensor that is known for causing fires.  

 

Ok tools needed are :   15 mm Wrench 

   7/8 wrench  

    Brake cleaner / Carburetor cleaner 

   Second person to help bleed the switch 

    

FORD Part Number for the kit is:   1L1Z - 9F924 – AA  OR  SW – 6350 

This kit can only be bought from the dealer. 

 

  
 

As you can see the kit includes a new switch, wiring harness adaptor and a zip tie. 

 

FIRST:  

Locate the red switch on your master cylinder: IF it is BLACK you DO NOT NEED 

THIS !!!!!! 

 



 

 

 

SECOND: 

Remove the wiring clip by squeezing the sides and lifting up: 

 
 

THIRD: 

Spray the area of the old switch with the cleaner to remove any dirt so that when you 

remove the switch no dirt falls into the brake system. 

 

FOURTH: 

Remove the old switch using the 15 mm wrench. Don’t worry about any brake fluid 

leaking or coming out because it will not. 

 
 

 

 

 

 



 

 

 

FIFTH: 

Remove the orange protective cover on the new switch and screw in the new switch. 

DO NOT TIGHTEN.  

 

SIXTH:  Have the second person slowly push on the brake pedal until fluid leaks past the 

threads. AS SOON as you see the fluid leaking out tighten the new switch with the 7/8 

wrench.  

 

(DO NOT LET THE PEDAL GO TO THE FLOOR !!! IF that happens you must tighten 

the switch and repeat this step and hope you don’t get air into the system.)  

 
 

SEVENTH: 

Now spray a little cleaner to remove the brake fluid and have the second person push on 

the brake pedal checking for a leak.  IF you see one, re tighten the switch, BUT be careful 

it is only aluminum and can snap off. 

No leaks : 

 
 

 

 

 



 

 

 

EIGHTH:  

Install the supplied harness adaptor by pushing it on in the correct position: 

 
 

NINTH: 

Fold over the extra wire and using the zip tie make it tight. DO not pull the wires tight as 

over time this can stress them and cause damage: 

 
 

YOUR DONE !!!!!!!!!!!!! Test drive the truck and confirm the cruise control shuts off 

when you step on the brake.  

 

ENJOY A PIECE OF MIND YOUR ST IS NOW SAFER. GOOD LUCK !!!! 

  Paul H 


